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Operator's manual

[ A WARNING! ] - Always make a pr_e-operation_inspection before you start the engine. You
" ) may prevent an accident or equipment damage.

- Place the generator at least 5m away from buildings or other equipment during operation.

- Operate the generator on a level surface. If the generator is tiled, fuel spillage may result.

- Know how to stop the generator quickly and understand operation of all the controls.Never permit
anyone to operate the generator without proper instructions.

- Keep children and pets away from the generator when itis in operation.

- Keep away from rotating parts while the generator is running.

- The generator is a potential source of electrical shocks when misused; do not operate with wet
hands.

- Do not operate the generatorin rain or snow and do not let it get wet.

- The power generator is a mains replacement that generates electrical power for supply to a mobile
distribution system.

- The power generator must be operated outdoors within the prescribed voltage, output and rated
speed limits (see type plate).

- The power generator must not be connected to other electrical supply systems or electric generation
systems (e.g. other power generators).

- The power generator may not be used in environments where there is a risk of explosion.

- The power generator may not be used in environments where there is a risk of fire.

- The power generator must be operated in accordance with the conditions set out in the technical
documentation.

- All improper use of the power generator including all uses not described in these instructions will
constitute unauthorized incorrect usage for which the manufacturer is not legally liable.

- Operation in environments where there is a risk of explosion and fire.
- Operation in enclosed areas and under direct exposure to rain or snowfall.

- Operation without the requisite safety precautions and connected to existing supply network
systems.

- Spraying with high-pressure cleaners or fire extinguishing equipment.
- Non-compliance with regular servicing requirements.
- Failure to carry out measurements and checks for early detection of defects.

- Know and apply the Prevention of Injury regulations and the safety instructions for the power
generator.

- Understand and be able to practically implement the technical documentation.

- The operator must know the functions of, and be able to use, the components of the power generator.
- The operator must wear the appropriate personal safety equipment.

- The labelling on the electrical generator must be complete and maintained in a readable condition.

- Constructive changes may not be carried out on the electrical generator.

- The rated speed of the motor has been set during manufacture and may not be changed.

- The operating safety and correct functioning must be checked before and after each use.

- No naked flames, lights or spark-emitting appliances may be used within the hazard area of the
power generator.

- Smoking within the hazard area of the power generator is strictly forbidden.

- During operation, the power generator must be protected from dirt and foreign matter.

- The power generator may only be transported when cold.

- The power generator may only be lifted using the carry handles intended for this purpose.

- The electrical safety must be checked before each operational use.

- The appliance may not be covered. The airintake may not be blocked or obstructed.

- When starting, the load may not be connected.

- Only certified and approved cables may be used for the wired network.

- The power drawn may not exceed the maximum rated power.
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3. Specifications
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Welding specifications

The manufacturer reserves himself the right to make the manual's content or power generator
function change without any preliminary notification of the users.

4. Putting the Power Generator into Operation

Operating conditions

Power stations provide steady work at ambient temperature from -15°C to +40°C, (gasoline and oll
type should be picked up according to these conditions). Relative humidity <60%.

Generating set performance is reduced by approximately 4% for every additional 10°C and/or
approximately 1% for every additional 100m in altitude.
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5. Using the generator set

Elecrtic starting

1. Open the fuel tap by turning lever to the right.

2. Move the choke knob to the closed position.

Note: Do not use the choke when the engine is warm or when
the atmospheric temperature is high.

3. Turn the engine switch to the START position and hold it
there for 5 seconds or until the engine starts.

5. When the engine has started, gradually open the choke.

Recoil starting

1. Open the fuel tap by turning lever to the right.

2. Move the choke knob to the closed position.

Note: Do not use the choke when the engine is warm or when
the atmospheric temperature is high.

3. Move the engine switch to ON.

4. Pull the starter handle slowly until resistance is felt. Return
the handle to its original position and pull swiftly. Do not fully
pull out the rope. After starting, allow the starter return to its
original position while still holding the handle.

5. When the engine has started, gradually open the choke.

If the engine has not started, repeat the procedure until the
engine starts while gradually opening the choke.

Warm up the engine without load for a few minutes.
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Using electric power

1. Check the voltmeter display for proper voltage.

2. Check the amperage of the socket, and be sure not to take a current exceed the exceed the
specified amperage. Be sure that the total wattage of all appliances does not exceed the rated
output of the machine.

3. Turn off the switch(es) of the electrical appliance(s) before connecting to the machine.

4. Insert the plug(s) of the electrical appliance(s) into the receptacle.

Welding instructions

No work of power station in a mode "welding"” and "generator” is forbidden. Before carrying out of
welding works disconnect all consumers from sockets.

1. Check the welding cable, connect the welding cables to the welder’s DC terminals.

2. Startthe engine, run at no load to warm up fully.

3. Setthe current adjust knob to the proper current level.

Plate thickness Electrode diameter Settings current
2.0~3.0 mm 2.0 mm 50-80 A
3.0~4.0 mm 3.2 mm 70-120 A
4.0~6.0 mm 4.0 mm 110-170 A

7.0+mm 9.0 mm 140-210 A

Switching off

1 . Take the plugs out of the sockets and allow the engine to run without any charge for 1 to 2
minutes.

2. Place the engine switch on "OFF" and the set will stop.

3. Close the fuel tap.

Oil sensor

The oil sensor detects the fall in oil in the crankcase and automatically stops the engine when the oil
level falls down below the safety limit. If the engine does not start by usual starting procedures,
check the oil level.

High altitude operation

At high altitude, the standard carburetor air-fuel mixture will be excessively rich. Performance will
decrease, and fuel consumption will increase. High altitude performance can be improved by
installing a smaller diameter main fuel jet in the carburetor and readjusting the pilot screws. If you
always operate the generator at altitudes higher than 1000 m above sea level, have your authorized
dealer perform these carburetor modifications.

Even with suitable carburetor jetting, engine horsepower will decrease approximately 3.5% for each
300 m increase In altitude. The affect of altitude on the horsepower will be greater than this if no
carburetor modification is made.

Operation of the generator at an altitude lower than the carburetor is jetted for may result in reduced
performance,overheating,and serious engine damage

caused by an excessively lean air/fuel mixture.
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SCREEN 1
Clianing fuel strainer
Dirt and water in the fuel are removed by the fuel strainer.
1. Remove the strainer cup and throw away water and dirt.
2. Clean the screens and strainer cup with gasoline. BODY
3. Tightly fasten the cup to main body, making sure to avoid
fuel leak.
o SCREEN 2
o GASKET
ot CUP

7. Preparation for storage

Certain operations must be carried out on generating sets
which are to remain unused for a long period of time, in order
to keep them in good condition. Check that the storage area
IS not dusty or humid. Clean the exterior of the generating set
and apply a rustproofing product.

- Drain fuel from fuel tank carefully. Gasoline left in the fuel
tank will eventually deteriorate making engine-starting
difficult.

- Loosen the drain screw on the bottom of the carburetor float
chamber, and drain the fuel completely.

- Change engine oil.

- Check forloose bolts and screws, tighten them if necessary.
- Clean generator thoroughly with oiled cloth. Spray with
preservative if available.

- Pull starter handle until resistance is felt, leaving handle in
that position.

- Store generator in a well ventilated, low humidity area.
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9. Wiring diagram
r-——"™"—F"+~F"~"~"F~—"~FT-">""&«Ff«—"FF"7T /"7 7"/ T/ - —
| GENERATOR BLOCK - | 1
| CIRCUIT BREAKER |
| WELDING I
| LAMP DC OUT 51 |
I
' + é;@
| +
I '
I l__ _____ B -—-—l —J- majer e e
| | |
Bw| |L
FTAAT
AR ©
Bw| |L EARTH
TERMINAL
_____ B |B/w |
|
|
‘ |
|
|
|
|
I u..uu..u.l N N IS IS e
[ COMBINATION SW
| l
R
| <] cc
GRY %
DCW(12V) GRY &—{ ST
r' —— E— — —_—
|
| RS =
COMBINATION SWITCH
|
ENGINE BLOCK
v
— ne s Y
()
B/WIBLACK WHITE :
WIG|WHITE GREEN ‘i T
G/Y |GREEN YELLOW 1 il
R IRED __IGRYJGRAY = L |GNITION COIL = 2 +
W JWHITE ] Or JORANGE S AR BT CHARGE COIL BATTERY STARTER OIL ALARM BLOCK  OIL LEVEL SW

10. Warranty

Warranty refer to defects of materials and components and do not refer to components subject to
natural wear and maintenance work.

Only machines cleaned from dust and dirt in original factory packing fully completed, provided with
iInstruction manual, warranty card with fixed sales date with a shop stamp factory serial number
and originals of sales and ware receipt issued by salesman are subjects of warranty. Within the
warranty period the service center eliminate free of charge all detected production defects. The
manufacturer disclaims warranty and legal responsibilities if nonobservance of the instruction
manual by user, unqualified disassembling repair or maintenance of the machine as well does not
bear responsibility for caused injury to persons or damages.
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BHAMAHUE! NMEPEQ UCMNMOJNIb3OBAHUEM 3INEKTPOCTAHUUUUN BHUMATEJIbBHO

K ucnonb3oBaHWO U OOCNYyXMBaAHUIO 3NEKTPOCTAHLUM [OOMYyCKAEeTCs TOMNbKO

' O3HAKOMBTECb C AAHHOU UHCTPYKLUMEMW.
@

KBanuuumpoBaHHbIX KU cneuuanbHO 00y4YeHHbIM NepcoHar, 03HaKOMITEHHbIN C JaHHOM

MHCTPYKLUMEN.
B 3TON WMHCTPYKUMMU COOEPXUTCHA onucaHue, npasuna 6e3onacHOCTM U BCA Heobxoammas
MHopmMmaumna ona npasunbHoOU akcnnyartauum anektpoctaHuum FUBAG. CoxpaHanTe gaHHYHo
MHCTPYKUMIO 1 obpalianTechb K HeEX NPy BO3HUMKHOBEHUM BONPOCOB No 6e30nacHon aKkcnnyartauuu,
obcnyXXnBaHMIO, XpaHEHUIo 1 TPaHCNOPTUPOBKE arekTpocTaHuum FUBAG.

1. NMpaBuna 6e3onacHOCTH

| A\BHVMAHVE! |

g

At
[ ABHMMAHME!]

AT

[ ABHMMAHME!J

[ ABHVIMAHVIE!]

Bbixnonbl cogep)xaTt BpeaHbln yrapHbin ra3. Hukorga He akcnnyaTtupymuTe
ANEeKTpoCTaHuui B 3akpbiTOM nomeweHun. llepen BKMKYEHUEM
ybeautecb, 4YTO obecnedyeHa xopowas BeHTUnauus. lNpu yctaHoBKe B
XOPOLLO NMpoBeTpuBaeMbIX 30Hax obpallante BHUMaHNE Ha obecnevyeHue
OesonacHOCTW.

[lpn paboTe anekTpocTaHuun rMyLUnUTEeNb CTaHOBUTCH OYEHb FOPSYUM W
OCTbIBaET HEKOTOPOE BpeMs Nocrie ee BbiKNi4YyeHUd. byaste BHUMATENbHbDI
N He JoTparnBaunTechb A0 rmyLwuTens, noka oH ropaynin. [lante gsurartento
OCTbITb O TOrO, Kak NOCTaBUTb €ro Ha XpaHeHue B NOMELLEHUE.

BbixnonHasas cuctema pgpuratenst Oyoer HarpeBatbcs npu pabote W
OCTaHeTCA ropayYyen HeKOToOpoe BpeMS Nocrne BblKMYeHUa asuraTens.

Ona npepoTtBpalwleHnsa oxoroB obpawante BHUMaHWE Ha
npeaynpeguTernbHble HaKNenkn Ha aneKkTpoCcTaHLU M.

BeH3uH aBnsaeTcs nerko BocnrnaMmeHseMbiM 1 B3pbIBOONACHLIM BELLIECTBOM.
OcyulecTBnsnTe 3anpaBKy 31IEKTPOCTaHUMU TOMMMBOM TOMbKO B XOPOLLO
NPOBETPUBAEMbIX 30HaX MPU BbLIKMKYEHHOM W OCTbIBLUEM [OBUraTtene.
[ToGnun3ocTn He OOMKHO ObITb KYPSLLMX, MICTOYHMKA UCKP U AbiMa. Beceraa
3anpaBnanTe J3rNeKTPoCTaHLUMIO B XOPOLWIO MpPOBETPUBAEMOM MeECTe.
[TponuTkIN 6eH3NH HeobXoanuMO cpasy yaanuThb.

[lopcoeanHeHUe O3NeKTPOCTaHUMU K 3NeKTpocuctemMe [OOJIKHO
OCYLLECTBNATLCA TONbKO KBaANMUMPUUUPOBAHHbLIM 3NEKTPUKOM U OOIMKHO
COOTBETCTBOBATb BCEM JINEKTPOTEXHUYECKMM npaBunamMm u HOpMaM.
HenpasunbHoOe nogcoeanHeHue K cucteMme MOXET CcTaTb NPUYNHON BbiXoaa
M3 CTPOA O3neKkTporeHepatopa, HeUcnpaBHOCTU INEKTpoCceTn wu
NOAKMNIOYEHHbIX K He aneKkTponpubopoBs, a Takke NPUBECTU K NOPaXXeHUIo
ANEeKTPU4eCTBOM NIOOEN.

-14 -












fubag

www.fubag.ru

MHCTpYyKUMA No aKcnnyaTtauum

3. TexHn4YecKune XxapakTepuCcTUKHn
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KOHCTPYKLMIO 3NeKTpocTaHuum 6e3 npeasapuTtenbHoro yBeaoMneHns nofb3oBarenen.
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4. BBoAa B 3KcnnyaTauumio

YcnoBus aKkcnnyartauum

AneKkTpocTaHunm obecnevymBatoT yCTOMYMBYLO paboTy npu Temneparype okpyxarwLlen cpeabl oT
-15°C po +40°C, (Tvn 6eH3nHa u mMacna OomkHbl ObITb NnogobpaHbl B COOTBETCTBUM C STUMMU
ycnosusammn). OTHocutenbHasi BNnaxXHocTb: <60%

XapaKkTepUCTUKM ANEKTPOCTAHLUUN CHMXKaKOTCA Ha 4 % npu yBENUYEHUU TEeMNepaTypbl Ha KaXable
10°C wn/vinn npumepHo Ha 1% npu yBenn4YeHuUn BbICOTbI Hag ypoBHEM Mopsi Ha Kaxable 100
METPOB.
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8. HeucnpaBHOCTU U UX YyCTPaAHEHUE

Ecnu nocne HeckonbKnx nonbITOK 3MEKTPOCTaHUMA HE 3anycKaeTcsl NN Ha BbIXOOQHOW PO3ETKe
OTCYTCTBYET HanpshkeHue, Torga BbIMOMHUTE npoueaypsbl,
OBUraTenb BCe PaBHO HEe 3anycKaeTcs WnuM OTCYTCTBYET HanpshkeHue, Toraa obpatutech B
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KOTOpble YyKa3aHbl

bnvxanwmnm opuymansHbin CepBUCHbIM LIeHTP Ana nonyyYyeHmnsa 4oNonHUTENbHOW MHopMaLU.

Ecnu aBuraTenb He 3anycKaeTcs:

[IpoBepbTE, UTOObI BO3AYLLUHASA
3acClIOHKa Haxogunach B NpaBuiibHOM
NONOXEHUN.

[IpoBepbTE, YTOObI TOMMMUBHBLIN KPaH
ObIN OTKPBLIT.

[MpoBepbLTE YPOBEHbL TO NNNBA.

Yboeagutech B TOM, YTO
AIIeKTPOCTaHLMA HE COEIMHEH C
norpedutenem.

I'Ipoaepre, YTOObl KONTNAY0K CBEYMU
3a)XkuraHus He bbin ocnabneH.

[lpoBepbTE CBEYY 3aXKUraHUsa Ha
Hanmyune rpssu.

[lepeBeanTe BO34YLUHYH 3aClIOHKY B
nonoxeHune «CLOSE» (BAKPbITb).

OTKpouTe KpaH, ecfin OH 3aKpblIT.

Ecnun 6ak nycTton, gonenTte TonuBeo,
yb6eauBLLUCH, YTO OH HE MepPEnosHeH.

Ecnu notpebutens NoacoegmnHeH,
BbIKITHOUUTE BbIKIMHOYAaTENb NUTAHUA Ha
NoacoeANHEHHOM NoTpebuTene u BblHbTE
BUJTKY N3 PO3ETKMN.

Ecnun konna4vyok ocnabrneH, NnocTtaBbTe ero
Ha MECTO.

CHUMUTE CBEYY 3aXKUTaHUs U NOYUCTUTE
3NeKTPoabl.

Ecnu B po3eTke OTCYTCTBYET HanpsiXKeHue:

[lpoBepbTe, YTOOLI BbIKIHOYATENb
aBTOMaTU4YEeCKOU 3aLUnTbl HE
Haxogutca B nonoxeHun ON (BKIJI).

[TpoBepbTEe HaNu4ue ocnabneHHbIX
coenHEeHNN Ha KnemMmmax
MOCTOSIHHOrO TOKa.

[lpoBepbTEe, HE UMEET NI
noTpedutenb nnu obopygoBaHue
Kakue-nnmbo aedekTbl.

<)

[locne npoBepkKun, 4To 06LLas MOLLHOCTb
ANEKTPUYECKOro NnoTpedutens HaxoanTcs
B JONYCTUMbIX npeaenax n yCTpoOUCTBO He
NnMeeT OedeKkToB, NnepeseagnTe
npepbiBatens Uuenu B nonoxeHne « ON»
(BKJ1). Ecnu npepbiBaTenb NpogomkaeT
cpabaTbiBaTb, TOrAa obparutech B
onmkanwmnm CepBucHbin LIEHTD.

[Tpyn HEOBXOANUMOCTHU 3aTAHUTE
ocnabneHHble CoeaUHEHUS.

3aMeHUTEe NN OTPEMOHTUPYUTE
notpebutens unm obopyaoBaHme.
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